CONCRETE BASE

48" I.D. — 5" WALL
PRECAST CONCRETE
MANHOLE RISERS

PRESSURE TREATED
WOLMANIZED WOOD (2X4).

TYP. 3’X3'X3" CONCRETE COLLAR
(REFER TO STANDARD DETAIL
DRAWING NO. R—222 (311)
FOR PIPE CONNECTION DETAILS)

SANITARY SEWER
FORCE MAIN PIPE.

INSTALL AIR RELEASE VALVE PER
MANUFACTURER’S INSTRUCTIONS.
VALVES SHALL BE INSTALLED FACING PLAN
TOWARD THE CENTER OF THE MANHOLE. ~—
FRAME & COVER
(SEE STD. DETAIL DWG.
NO. R—214 (326)) ROADWAY SUZF f‘%ﬂ
— — i
A S | GRADE ‘78" MAX.
CONCRETE COLLAR o TR Zivge ‘ | :
(SEE STD. DETAIL DWG. =
9”

f

#|— INSTALL AIR RELEASE VALVE,
A" IF REQUIRED.

NO. R—218 (306))//;‘_"_:-_..
PRECAST FLAT .,

TOP COVER

SANITARY SEWER
FORCE MAIN PIPE.

PRESSURE TREATED
WOLMANIZED WOOD (2X4)
TWO EACH UNDER PIPE.

6" (TYP.)

48" I.D. — 5" WALL
PRECAST CONCRETE
MANHOLE RISERS

CONCRETE BASE
72 2»”

\6” DRAIN ROCK

SECTION
(ROTATED 90°)

NO. | REVISION |[DATE| STANDARD DETAILS FOR PUBLIC WORKS CONSTRUCTION SECTION

1 RISER CALLOUT | 02/01 RENO

FORCE MAIN PASS— [FwEim

R—-212A (306,311)
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